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  Watershed has many kinds of sources that pollute the receiving waters. Recently, although the 
pollutant load of point sources is being reduced by the construction of sewer system and water 
treatment plans, reduction of pollutant runoff from non-point source is insufficient. Thus, it is needed 
to establish the effective reduction methods for the further improvement of water quality in receiving 
waters. In this study, in order to make clear the pollutant load from non-point sources in Honmyo 
river basin, field observations were carried out and the runoff of suspended solids during rainfall 
condition were measured. For their evaluation, distributed type model composed by rainfall runoff 
model and pollutants runoff model was developed and applied to Honmyo river basin. 
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割合は，森林 59.9%，田畑 30.5%，都市 9.5%となって
いる．国土交通省による雨量観測は小野，本野，諫早
の 3 地点で実施されている． 
 
観測は，2013(平成 25)年 12 月 9 日(観測 1)，2014(平
成 26)年 6 月 2 日(観測 2)，10 月 21 日(観測 3)，11 月
30 日(観測 4)に実施した．採水は裏山橋地点で 10 分お





測所で計測された 10 分間雨量データ 3)を参照するが，





Fig.2 に各観測で計測された流量と SS の濃度，降雨
量の時間変化を示す．なお，観測期間中の総降雨量(全







30mm を超える観測 3 で流量の減少率が高いが，観測 2








ここで，流量と SS の観測結果から SS の総流出量を








































































































































































































































































































































(b) 観測 2 






















































































































































































































































































































































































































































































(d) 観測 4 
Fig. 2 流量と SS 流出量の観測結果(続き) 
 
  
(a) 観測 1        (b) 観測 2 
  
(c) 観測 3        (d) 観測 4 
 

























































































  (3) 
ここに，C：SS の濃度，rin：横流入量，src：生成項で
ある．Cin に関して，雨水に SS は含まれないものとし
た．河道流の計算では各流域からの横流入水の濃度と























































































































































































































































































































































































































































































































































































































































































































(c) 観測 3                   (d) 観測 4 
























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































(c) 観測 3                       (d) 観測 4 































































































































観測 1 と観測 3 の結果では，最大流出流量時の主な流
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